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LISTING OF CLAIMS 
This listing of claims will replace all prior versions, and the listing of claims in the 
application. ^^^^^^^^ 

CENTRAL FAX CENTER 

1. (CuirentJy Amended) An apparatus, comprising: OCT 0 5 2IM)7 

a service control component that provides to one or more telephony devices of a plurality 

of telephony devices on a call, one or more services associated with one or more numbers 

associated with the one or more telephony devices on the call : and 

on^ or more application server components whic h cooperate yrfth the service control 

component through employment of one or more data streams between the service control 

component and the one or more apolicatio n server components to provide the one or more 

services, oosooiatod with the oali. 

2. (Canceled) The apparatus of claim 1 , wherein the service control component and 
one or more application server components cooperate to provide the one or more services to the 
one or more telephony devices on the call. 
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3. (Currently Amended) The i^jparatus of claim 12, wherein the one or more 
numbers associated with the one or more telephony devices on the caJI comprise one number 
associated with one telephony device on the call, wherein one application server component of 
the one or more application server components is associated with the one number associated with 
the one telephony device on the call; 

wherein the service control component and the one application server component 
associated with the one number associated with the one telephony device establish one or more 
of the one or more data streams associated with the call; 

wherein the service control component and the one application server component anploy 
the one or more of the one or more data streams associated with the call to provide the one or 
more services associated with the one number associated with the one telephony device. 

4. (Original) The apparatus of claim 3, wherein the service control component and 
the one application server component communicate information associated with the one number 
associated with the one telephony device through employment of the one or more of the one or 
more data streams; 

wherein the service control component and the one application server component employ 
the information to provide the one or more services to the one telephony device. 

5. (Original) The apparatus of claim 4, wherein the one or more services comprise 
one or more routing services, wherein the service control component employs the information to 
evaluate the one or more routing services; 

wherein the service control component communicates with a switch component to route 
the call based on the one or more routing services. 
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6. (Currently Amended) The apparatus of claim 1, wherein the service control, 
component obtains information from one or more of the one or more telephony devices on the 
caJl through ?he one qr more numhBrs. emplo>Tnont of the ono or l i i u ro data atf oeam. 

7. (CurrenUy Amended) The apparatus of claim 6. wherein the one or more of the 

one or more telephony devices on the call are associated with one or more application server 

components, wherein the service control component the^nd the one or more appllcaUon server 

. components cooperate to communicate information associated with the one or more of the one or 
more telephony devices; 

wherein the service control component and the one or more application server 
components cooperate through employment of the information in the data stt^am to provide one 
or more of the one or more services to the one or more of the one or more telephony devices. 

8. (Original) The apparatus of claim 1, wherein one or more identifiers comprise one 
or more addresses associated with the service control component; 

wdierein the service control component selects one or more of the one or more identifiere 
to associate with the call; 

wherein the service control component employs the one or more of the one or more 
identifiers to establish one or more of the one or mote data streams associated with the call. 



PAGE 5/16 * RCVO AT 10/5/2007 3:03:1 1 PM [Eastern Daylight Time] * 8VR:U8PTO-EFXRF-e/5 " DNI8:2738300 » C8iD: 131 23492810 * DURATION <nim-ss):03-S4 



Oct 05 2007 1:58PM Patti, Hewitt & Rrezina 13123462810 p. 6 

6 LUC-444/Clarkl2-lI 

9. (Canceled) The apparatus of ciaim 1, further comprising: 

one or more application server components that communicate with one or more of the 
one or more telephony devices on the call; 

wherein the service control component and one or more of the one or more application 
server components communicate through employment of one or more of the one or more data 
streams associated witti the call. 

1 0. (Currently Amended) The apparatus of claim 19. wherein one or more identifiers 
comprise one or more addresses associated with one or more of the one or more application 
server components; 

wherein the service control component and the one or more of the one or more 
application server components employ the one or more identifiers to establish the one or more 
data streams. 

11. (Original) The apparatus of claim 10, wherein the service control component 
employs the one or more identifiers to initiate one or more of one or more data stream request 
messages to the one or more application server components; 

wherein the service control component and the one or more application server 
components establish the one or more data streams through employment of one or more of one or 
more data stream request messages. 

12. (Original) TTie apparatus of claim 1 1, wherein one or more messages associated 
with the call contain one or more of the one or more identifiers, wherein the one or more of the 
one or more application server components and one or more switch components cooperate to 
insert the one or more of the one or more identifiers within the one or more messages; 
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wherein the service control component receives the one or more of the one or more 
identifiers from within the one or more messages. 

13. (Original) The apparatus of claim 1 1 , wherein the one or more of the one or more 
data stream request messages conform to a data stream control protocol, wherein the service 
control component and the one or more application server components employ the data stream 
control protocol to establish the one or more data streams. 

14. (Cunrently Amended) The apparatus of claim 109, wherein the one or more 
application server components establish one or more web portals with one or more of the one or 
more telephony devices on the call; 

wherein the service controJ component and the one or more appJicaHon server 
components cooperate in employment of the one or more web portals to commum'cate with the 
one or more of the one or more telephony devices. 

15. (Original) The apparatus of claim 14. wherein the service control component and 
the one or more application server components receive information associated with the one or 
more of the one or more telephony devices through employment of the one or more web portals. 

16. (Original) The apparatus of claim 15, wherein the service control component and 
the one or more application server components cooperate through employment of the 
information associated with the one or more of the one or more telephony devices to provide the 
one or more services to the one or more of the one or more telephony devices. 
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1 7. (Original) The apparatus of claim 1 , further comprising: 

one or more switch components that cooperate with the one or more telephony devices to 
establish the call; 

wherein the service control component communicates with one or more of the one or 
more switch components to establish the one or more data streams associated with the caJI. 

18. (Currently Amended) The apparatus of claim 1 7, wherein the one or more of the 
one or more switch components employ one or more messages to establish the call, wherein the 
one or moxe messages contain one or more identifiers associated with the call, wherein the one or 
more identifiers comprise one or more addresses associated with die one or more application 
server components; 

wherein the service control component communicates with the one or more of the one or 
more switch components to receive the one or more identifiers from within the one or more 
messages; 

wherein the service control component employs the one or more identifiers to establish 
the one or more data streams with the application server component.i 
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19. (Original) The apparatus of claim 18, wherein the service control component and 
the one or more of the one or more switch components employ one or more service control 
protocols to associate the identifier with the call. 

20. (Original) The apparatus of claim 19, wherein the service control component and 
the one or more of the one or more switch components employ one or more Transactional 
Capabilities Application Part (TCAP) queries to associate the identifier with the call. 

21. (Original) The apparatus of claim 20, wherein the service control component and 
the one or more of the one or more switch components employ one or more Session Initiation 
Protocol (SIP) queries to associate the identifier with the call. 

22. (Original) The apparatus of claim 1 7, wherein the one or more of the one or more 
switch components employ one or more messages to establish Uie call, wherein the one or more 
messages contain one or more identifiers, wherein the one or more identifiers are associated with 
the one or more service control component; 

wherein the service control component and the one or more of the one or more switch 
components cooperate to select the one or more identifiers; 

wherein the service control component and the one or more of the one or more switch 
components employ the one or more messages to provide the one or more identifiers associated 
wth the service control component to one or more application server components associated 
widi the call. 
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23. (Currently Amended) A method for providin.. o ne or mnr^ .^jces to m.^ 
more telephony devir^s on a call, the one or moi^ serving. h..n» ba.^ nn mf.r^^tion a..<;ndAt.^ 
with one or mom of the one or more telephony devices on the r.U th. xnethod comprising the 
steiwof; 

establishing communication^ between one or more servic e control com ponents and nn^ 
or more application server components throiieh one or mn r e data st»«m. based nn fh. 
information: and 

providin grbjr ono or more son ioo control oompononta, the one or more services to ih£ 
one or more telephony devices e a - a coll through omplo>Tncnt of - bascd on the o ne or more data 
^^^^^ established between the one or more .service r^nf r ol cnmp nn^tc the nn^ nr 

application Ser\'erCOmpnnfttl»rnrrnn,n«r.rt ,.,.,11, ^]^p p„p 
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24. (Canceled) The method of claim 23, wherein the one or more services are based 
on infomration associated with one or more of die one or more telephony devices on the call, 
wherein one or more application server components comprise a first portion of the infomiation 
associated with the one or more of the one or more telephony devices, wherein one or more of 
the one or more service control components comprise a second portion of the information 
associated with the one or more of the one or more telephony devices, wherein the step of 
providing, by the one or more service control components, the one or more services to the one or 
more telephony devices on the call through employmem of the one or more data streams 
associated with the call comprises the steps of: 

estabUahing the one or more data streams between one or more of the one or more service 
control components and one or more of the one or more apphcation server components; 

obtaining the first portion of the information associated with the one or more of the one 
or more telephony devices on the call through emplo>7nent of the one or more data streams; and 

providing the one or more services that are based on the first portion of the information 
and the second portion of the information associated with die one or more of the one or more 
telephony devices on the call. 

25. (Currently Amended) The method of claim 234, wherein one or more messages 
serve to establish the call, wherein the one or more messages comprise one or more identifiers 
associated with the one or more of the one or more application server components, wherein the 
step of establishing the one or more data streams between the one or more of the one or more 
service control components and the one or more of the one or more application server 
components comprises the steps of: 



PAGE 11/16* RCVD AT 1IUS/2M7 3:03:11PM [Eastern Daylight Time] ' SVR:USPTO-EFXRF-6/5 ' DNIS:2738300 * CSID:1 3123462810 » DURATION (inin-SS):0»44 



Oct 05.2007 1:59PM Patti, Hewitt & Rrezina 131234G2810 p. 1 

J 2 LUC-444/ Clark 12-11 

receiving the one or more identifiers from within the one or more messages; and 
establishing, by the one or more of the one or more service control components, the one 

or more data streams with the one or more of the one or more application server components 

associated with the one or more identifiers. 

26. (Currently Amended) An article, comprising: 
one or more computer-readable signal-bearing media; and 

means in the one or more media for providing, by one or more service control 
components conmmnicating with one or more ap plication server component one or more 
services to one or more telephony devices on a caJl through employment of one or more data 
streams oaaooiatod ^vith the ooll between the one or more service control components and the one 
or more application server components . 
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